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APPLICATION OF THE NONUNIFORM FAST FOURIER
TRANSFORM TO THE DIRECT NUMERICAL SIMULATION
OF TWO-WAY COUPLED PARTICLE LADEN FLOWS
MAURIZIO CARBONE & MICHELE IOVIENO
Politecnico di Torino, Dipartimento di Ingegneria Meccanica e Aerospaziale, 10129 Torino, Italy
ABSTRACT
We present the application of the Nonuniform Fast Fourier Transform (NUFFT) to the pseudo-spectral
Eulerian–Lagrangian direct numerical simulation of particle-laden flows. In the two-way coupling
regime, when the particle feedback on the flow is taken into account, a spectral method requires not
only the interpolation of the flow fields at particle positions, but also the Fourier representation of the
particle back-reaction on the flow fields on a regular grid. Even though the direct B-spline interpolation
is a well-established tool, to the best of our knowledge the reverse projection scheme has never been
used, replaced by less accurate linear reverse interpolation or Gaussian regularization. We propose
to compute the particle momentum and temperature feedback on the flow by means of the forward
NUFFT, while the backward NUFFT is used to perform the B-spline interpolation. Since the backward
and forward transformations are symmetric and the (non local) convolution computed in physical
space is removed in Fourier space, this procedure satisfies all constraints for a consistent interpolation
scheme, and allows an efficient implementation of high-order interpolations. The resulting method is
applied to the direct numerical simulation of a forced and isotropic turbulent flow with different particle
Stokes numbers in the two-way coupling regime. A marked multifractal scaling is observed in the
particle statistics, which implies that the feedback from the particles on the fields is far from being
analytic and therefore only high-order methods, like the one here proposed, can provide an accurate
representation.
Keywords: turbulence, particle laden flows, two-way coupling, direct numerical simulation.
1 INTRODUCTION
Inertial particles in turbulence play a critical role in many fields, ranging from climate
physics, astrophysics and engineering. Applications include cyclonic separators of industrial
plants, sprays for surface coating, combustion chambers of internal combustion engines and
cooling of miniaturized components [1]. Many works in the literature focused on the one-way
coupling regime [2], that is, the flow drives the particles dynamics but the back-reaction of
the particles on the fluid is neglected. In that limit, a variety of intriguing phenomena arise
such as clustering and caustics [3], [4]. However, in many physical systems and applications
the particle volume fraction is high enough that the particle dynamics significantly modifies
the features of the flow.
Direct Numerical Simulation (DNS) is a key instrument to gain insight into particle-
laden turbulent flows. The most common approach is the solution of the fluid flow on
a Eulerian structured grid with Lagrangian tracking of the dispersed particles [5]. This
approach requires the computation of the fields at the particle position and the representation
of the coupling terms on the Eulerian grid. Well established and efficient algorithms
are available for the interpolation of the fields at the particle position [6], [7]. On the
other hand, a few techniques are available to accurately represent the back-reaction of
the particles on the flow at the grid points. Only recently a systematic study of the
convergence and accuracy of the “reverse interpolation” methods was carried out for
a few algorithms [8]. In this paper we propose to use the Non Uniform Fast Fourier
Transform (NUFFT) as a tool to compute the coupling term in the direct numerical
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simulation of dilute suspensions of point-like inertial particles in turbulence. The NUFFT
turns out to be an accurate and efficient method, especially suitable for pseudo-spectral
codes.
The NUFFT has been used in a wide range of applications, from medical imaging [9]
to molecular dynamics [10], [11]. By means of a discrete convolution and fast Fourier
transform over an oversampled grid, NUFFT provides a representation of the Fourier
transform of an irregular and non-uniformly sampled field. The number of operations required
for the computation of the NUFFT with accuracy ε of a field sampled at M points is
O (M log (M)−M log (ε)) [12]. The NUFFT consists of three steps: (1) a convolution
in physical space of the field with a basis function to regularize the field; (2) FFT of
the regularized field; (3) a deconvolution in Fourier space. Accuracy is determined by the
properties of the basis function used for the convolution and by the smoothness of the field.
In the point-mass approximation the particle back-reaction is described by a superposition
of Dirac delta functions centered on the particles. According to the classification by [13], a
type-1 NUFFT is used to compute the coupling and a type-2 NUFFT is used to interpolate.
The B-spline interpolation (type-2 NUFFT) performs better than the other methods currently
available [7], especially if employed along with pseudo-spectral methods. The type-1 NUFFT
is nothing but the inverse type-2 NUFFT, therefore we expect that the type-1 NUFFT enjoys
the same benefits as the B-spline interpolation.
The interpolation and reverse interpolation methods should satisfy a few constraints. By
accurate consideration on the energy balance of the coupled system Sundaram and Collins
[14] pointed out that the interpolation schemes for interpolation and reverse interpolation
must be symmetric in order to guarantee the energy conservation. Furthermore, they argued
that the spurious non-locality introduced by interpolation and reverse interpolation should
be minimized for a consistent and convergent method. These constraints are naturally
satisfied by the B-spline interpolation (regarded as a backward NUFFT) together with the
forward NUFFT for the computation of the coupling. Indeed, the backward NUFFT is
the inverse of the forward NUFFT and they are symmetric by definition. Moreover, the
non-locality introduced in physical space is removed in Fourier space because convolution
and deconvolution are carried out with respect to the same basis. Finally, the localized
support of the B-spline basis allows the efficient parallelization of the NUFFT algorithm,
since the particle affects only a limited region of the surrounding flow and next neighbor
communications suffice [11], an important feature of any algorithm devoted to the direct
numerical simulation of turbulent flows.
In principle, the NUFFT presents several advantages with respect to the other methods
reported in the literature. The particle in cell (PIC) method is a straightforward approach to
deal with the coupling term. The force exerted by the particle on the surrounding fluid is
distributed over the surrounding grid points of the cell in which the particle is located, as in
the reverse linear interpolation [15]. Therefore the accuracy of PIC methods intrinsically
depends on the particle number density. Regularization functions usually exploited to
represent the Dirac delta [16] guarantee numerical stability but damp high frequencies and
the resulting coupling terms depend on the regularization scale. Steady Stokeslet method [17]
can overcome the grid dependence but the disturbance decays slowly with the distance from
the particle, therefore a large number of operations is necessary and parallel implementation
is challenging. Gualtieri et al. [8] exploited the closed solution of the unsteady Stokes flow
around a small rigid sphere in order to isolate the singular and regular part of the flow at
scales smaller than the grid resolution. This Exact Regularized Point Particle method (ERPP)
guarantees high accuracy and the momentum conservation, however, it requires the evaluation
of the analytical solution for the unsteady Stokes flow at a previous time, at each time step.
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Most of the works in the literature separated the analysis of the algorithm from the
physics of inertial particles in turbulence. However, an intriguing scenario arises when the
performance of the NUFFT algorithm is analyzed as a function of particle inertia because the
accuracy of the method depends on the regularity of the coupling term which in turns depends
on the particle inertia. In particular, we show that the statistics of the coupling term, such as
its energy spectrum, are intrinsically related to the two-particle statistics.
2 METHODOLOGY
2.1 The physical model
We employ the Eulerian–Lagrangian point particle approach in the two-way coupling regime,
where the transported particles are material point masses which exchange momentum and
heat with the fluid phase. By considering the fluid temperature field as an advected passive
scalar, the equations for the fluid phase are
∇ · u = 0, (1a)
∂tu+∇ ·
�
uu�
�
= − 1
ρ(f)
∇p+ ν∇2u−Cu + f , (1b)
∂tT +∇ · (uT ) = κ∇2T − CT + fT . (1c)
Here ρ(f), T (x, t) and u (x, t) are the fluid density, temperature and velocity, p (x, t) is the
pressure, ν is its kinematic viscosity and κ is the thermal conductivity; theCu and CT terms
are the momentum and heat feedback of the particles on the flow and f , fT represent a large
scale external forcing, which keeps constant the dissipation rate of turbulent kinetic energy ε
and of temperature variance χ. In wavenumber space the forcing is defined as
fˆ(k, t) = ε
uˆ(k, t)�
k∈Kf �uˆ(k, t)�
2 , fˆT (k, t) = χ
Tˆ (k, t)�
k∈Kf |Tˆ (k, t)|2
,
where the hat indicates the Fourier transform and Kf is the set of forced wavenumbers, as
to mimic a large scale Gaussian forcing [15]. The flow is seeded by small, sub-Kolmogorov,
spherical heavy particles with radius r(p) and density ρ(p), whose dynamics, is described by
a simplified version of the Maxey and Riley equation [18] and a linear Newton law for heat
conduction, that is, by the following system
dx(p)
dt
= v(p), (2a)
dv(p)
dt
=
u
�
x(p), t
�− v(p)
τu,(p)
, (2b)
dθ(p)
dt
=
T
�
x(p), t
�− θ(p)
τθ,(p)
. (2c)
Here τu,(p) and τθ,(p) are the particle momentum and thermal response time, which, for
ρ(p) � ρ(f), are given by
τu,(p) =
2
9
ρ(p)
ρ(f)
r2(p)
ν
, τθ,(p) =
1
3
ρ(p)
ρ(f)
c(p)
cf
r2(p)
κ
,
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where c(p) and c(f) are the particle and fluid specific heat capacity at constant pressure.
The Stokes number and the thermal Stokes number are defined as St = τu,(p)
�
τη , Stθ =
τθ,(p)
�
τη , where τη is the Kolmogorov time scale.
When the fluid exerts a force of the particle the particles exerts an opposite force on
the fluid at the particle position. Analogously, when heat flows from the fluid to the particle
the fluid loses thermal energy at the particle position. This feedback from the particles on
the fields is modeled by means of a superposition of Dirac delta functions centered on the
particles
Cu(x, t) =
4
3
π
ρ(p)
ρ(f)
N(P )�
p=1
r3(p)
dv(p)
dt
δ
�
x− x(p)
�
, (3a)
CT (x, t) =
4
3
π
ρ(p)
ρ(f)
c(p)
c(f)
r3(p)
N(P )�
p=1
dθ(p)
dt
δ
�
x− x(p)
�
. (3b)
The force exerted by the particle on the finite region of fluid Ω�, centered at x is
�Cu (x, t) = 4
3
π
ρ(p)
ρ(f)
r3(p)
|Ω�|
�
xp∈Ω�(x)
dv(p)
dt
. (4)
The coarse grained back-reaction, eqn (4), is exploited to analyze the regularity of the
coupling terms, by characterizing its increments δr�Cu(x, t) = �Cu(x+ r, t)− �Cu(x) using
the Ho¨lder condition
��δrCu�� ≤ Λ �r�αH , ∀x, r ∈ Ω
for non-negative real numbers Λ and αH , independent of x and r. Here �·� is the ensemble
average, approximated by a spatial average for isotropic turbulence. Eqn (4) shows that
the increments of the coarse-grained coupling field are proportional to the increments of
the particle acceleration �δr �Cu�� ∝ �δr �v˙��, thus the structure functions of the particle
acceleration provide insight on the regularity of the coupling field. In particular, they
highlight the dependence on the particle inertia of the order of Ho¨lder-continuity αH . At
small separation, the particle acceleration structure functions show a well defined power law
behaviour �δr �v˙�� ∼ rα(St), as in Fig. 4, which implies
�δr �Cu�� ∼ rα(St) ≤ ΛrαH
for r → 0. Hence, the scaling exponent of the structure functions at small separation
α(St) is an upper bound for αH . When the particle collisions are not taken to account
and the ghost collision approximation is used, particles may overlap breaking the relation
�δr �Cu�� ∝ �δr �v˙��. However, we expect that in a steady and isotropic turbulent flow the
exact overlapping of distinct particles is an event of zero probability.
2.2 The numerical method
The Navier–Stokes eqns (1) are solved in a tri-periodic cubic domain Ω = [0, 2π]3 by means
of a pseudo-spectral Fourier method. The 3/2 rule is employed for the dealiasing of the
convolution sums [19] therefore, the number of grid points in each direction is N in Fourier
space and M = 3N/2 in physical space. The fluid velocity and temperature are integrated
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in time by means of a second order exponential Runge-Kutta method [20], which has
been preferred to the standard integrating factor for its unconditioned consistency, since the
conservation of the total kinetic and thermal energy is a critical aspect of the simulation. The
same method is used to integrate particle equations. This guarantees consistency, since the
system formed by particles and fluid is evolved in time as a whole.
2.2.1 The B-spline polynomial basis
Let us consider the B-spline polynomial BNS−1 of order NS − 1. The one dimensional B-
spline polynomials are defined by the convolution BNS (x) = BNS−1(x) ∗B0(x) where B0
is the rectangular function defined on an interval of amplitudeΔx (that is the grid spacing in
the numerical implementation)
B0(x)Δx =
�
1, if |x|/Δx ≤ 1/2
0, otherwise
so that the Fourier representation of the B-spline basis is
�BNS−1(kx) = 12π
�
sinc
�
kx
Δx
2
��NS
. (5)
The spline basis in three dimensions is obtained by separation of variables [7], B(x) =
B(x)B(y)B(z). For sake of clarity, the order subscript will be omitted. This basis guarantees
consistency, since |Ω| �B(0) = 1, and its Fourier transform can be pre-computed and stored. A
most important computational feature is the localized support of the B-spline basis, since the
convolutions in physical space are executed on a limited portion of the domain, thus allowing
an efficient parallelization [11]. More detailed description of the properties of the B-spline
polynomials in the framework of NUFFT can be found in [21].
2.2.2 Interpolation: backward NUFFT
The interpolation is carried out as a backward Non Uniform Fourier Transform with B-
spline basis, and consists of three steps [7], [13]. First, a field u (x) – a velocity component
or a transported scalar – is projected onto the B-spline basis in Fourier space, by means
of a deconvolution which is efficiently carried out in the wavenumber space, ��u(k) =�u(k)��|Ω| �B(k)� . In a spectral DNS, due to the dealiasing, |kxΔx| ≤ 2π/3 so that �B,
defined in eqn (5), is always positive. Then an inverse FFT transforms ��u(k) to the physical
space. Finally the field �u(x) is interpolated at each particle position by means of a convolution
in physical space:
u
�
x(p)
�
=
�
ΩB
B
�
x− x(p)
��u(x) dx, (6)
where ΩB is the support of the B-spline polynomial. This convolution in physical space and
the former deconvolution in Fourier space cancel out, resulting in an accurate representation
of the actual field at the particle position. Without the deconvolution in Fourier space, the
interpolated field would be coarse-grained and its value at the particle position would be
affected by points which are far away from the particle [14].
Advances in Fluid Mechanics XII  241
 
 www.witpress.com, ISSN 1743-3533 (on-line) 
WIT Transactions on Engineering Sciences, Vol 120, © 2018 WIT Press
2.2.3 Reverse interpolation: forward NUFFT
The Fourier transform of the momentum or heat back-reaction of the particles on the fluid,
represented by a sum of Dirac delta functions as in eqn (3), is carried out by means of
a forward NUFFT with B-spline basis. The forward NUFFT consists of three steps [13].
At first, the comb C(x) – a component of the momentum coupling or the temperature
coupling – is distributed on the surrounding grid points according to the B-spline weights.
The convolution of the superposition of spikes with the B-spline polynomials results into the
regularized field
�C (x) = 4
3
π
ρ(p)
ρ(f)
r3(p)
�
p
v˙(p)
�
ΩB
δ
�
y − x(p)
�
B(x− y) dy. (7)
Then the FFT is applied to the regularized field �C and, finally, the deconvolution is carried
out in the wavenumber space,
�C(k) = 1|Ω|
��C(k)�B(k) , (8)
to remove the coarse-graining, thus avoiding the non-locality of the interpolation. This step
can be interpreted as gathering together the sub-particles obtained splitting the actual particle
in the first step, eqn (7). Hence, the NUFFT does not introduce non-locality and the symmetry
of forward and backward NUFFTs guarantees energy conservation [14].
2.2.4 Implementation
The discrete convolution required to carry out the NUFFTs is discretized as
u
�
x(p)
�
=
�
ΩB
B
�
x− x(p)
��u(x)dx ≈ �
l,m,n
Δx3B
�
xlmn − x(p)
��ulmn, (9)
where the components of the position vector xlmn in the Cartesian basis are Δx [l,m, n]
�,�ulmn = �u(xlmn) and the sum is extended over the support of the B-spline. Separation
of variables is exploited to reduce the number of operations, executing the contraction of
the three indexes as a sequence of three contractions on each index [7]. Analogously, the
continuous convolution in physical space with the B-spline basis applied to the coupling
term, eqn (7), results into the discrete sum
�Clmn = 4
3
π
ρ(p)
ρ(f)
r3(p)
Δx3
�
p
v˙(p)Δx
3B
�
xlmn − x(p)
�
. (10)
The discrete convolution in physical space virtually splits each particle in many sub-particles
located at the neighbouring grid points. The mass and thermal energy of the sub-particles
located at xlmn is Δx3B
�
xlmn − x(p)
�
times smaller than the mass of the actual particle.
The fictitious particles undergo the same acceleration/temperature variation of the actual
particle and are gathered in Fourier space, as in eqn (8), to give back the actual particle.
The contribution �Clmn(p) to the coupling term �Clmn from the particle (p) is computed using
the algorithm reported in [7] in reverse, exploiting again separation of variables,
�Cl(p) = 4
3
π
ρ(p)
ρ(f)
r3(p)BNS
�
xl − x(p)
�
v˙(p),
�Clm(p) = BNS�ym − y(p)� �Cl(p),
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�Clmn(p) = BNS�zn − z(p)� �Clm(p),
with a noticeable speed-up of the computation. The Eulerian–Lagrangian code is parallelized
by means of the Message Passing Interface with a two dimensional (pencil) domain
decomposition.The P3DFFT library [22] is employed to carry out the three-dimensional FFT
in parallel. The same Eulerian pencil decomposition is employed for the particles: particles
travel through the domain as the simulation advances and they are exchanged between
neighbouring processors when they cross the processor boundary. Communication is required
to share only a tiny part of the field data at the boundary between two processors.
3 RESULTS
3.1 Convergence and accuracy
As a preliminary test, we have examined the convergence of our implementation of the
NUFFT for different order of the B-spline basis, that is, varying the number of points used for
the discrete convolution, eqns (9)–(10). To assess the accuracy of the B-spline interpolation
[7], computed as a backward NUFFT, the following set of three-dimensional trigonometric
polynomials with unitary root mean square value in Ω has been used,
Tk =
�
f jk(x) =
√
8 cos (kxx) sin (kyy) cos (kzz) :
�
k2x + k
2
y + k
2
z
�
= k2
�
.
Tk is a subset of the trigonometric polynomials with wavevector in the shell �k� = k so
it contains NTk ≈ 4πk2 elements. The backward NUFFT takes as input the polynomial f jk
together with the particle position x(p) and returns the approximation f
j
k
�
x(p)
�
of the value
of the polynomial at the particle position. The error of the backward NUFFT can be estimated
as the average of the absolute errors occurred in the interpolation of each element f jk of Tk,
averaged over all the particles:
�bk =
1
N(P )
1
NTk
N(P )�
p=1
NTk�
j=1
���f jk�x(p)�− f jk�x(p)���� .
The convergence and accuracy of the forward NUFFT with B-spline basis is assessed by
performing the Fourier transform of a three-dimensional random field. The test signal is a
superposition of Dirac delta functions with random, uniformly distributed, amplitude a(p)
centered at random points x(p),
C(x) =
�
p
a(p)δ
�
x− x(p)
�
.
The mean amplitude of the spikes is zero, while its variance is unitary. The forward NUFFT
takes as input the positions of the particles together with the amplitude of the spikes and
returns the approximation �Ck of the Fourier transform of the superposition of Dirac functions.
We define the error of the forward NUFFT as the average of the absolute errors occurred in
the computation of each mode of the Fourier transform �Ck, averaged over all the modes at
constant k:
�fk =
1
NTk
NTk�
j=1
��� �Cjk − �Cjk����k�=k .
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Figure 1: Absolute error of the NUFFT for different degrees of the polynomial basis. (a)
Error in the interpolation of a trigonometric polynomial with unitary rms value
and wavenumber k; (b) Error in the Fourier transform of a random uniform field
with unitary rms value at wavenumber k.
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Figure 2: Spectra of the flow fields for different particle inertia, measured by the Stokes
number. (a) Fluid velocity spectra; (b) Fluid temperature spectra.
Fig. 1 shows the error of the backward NUFFT �bk and the forward NUFFT �
f
k for different
degrees of the B-spline polynomial basis. The order of convergence matches the number
of points used for the interpolation in each direction: �bk ∼ k−NS for k → 0. It is critical
to introduce a small error at low wavenumbers, since the large scales of the flow contain the
largest amount of the energy in a turbulent flow, as shown in Fig. 2. The optimum value of the
order of interpolation for the DNS of particle-laden turbulent flows has been discussed in [23].
Remarkably, the absolute errors of the backward and forward NUFFT are the same. This fact
assesses the forward NUFFT as an accurate and efficient tool for computing the back-reaction
of the particles on the flow. Indeed, the forward NUFFT shares all the advantages of the B-
spline interpolation (backward NUFFT) which performs vastly better than other methods [7],
especially if employed in pseudo-spectral codes.
244  Advances in Fluid Mechanics XII
 
 www.witpress.com, ISSN 1743-3533 (on-line) 
WIT Transactions on Engineering Sciences, Vol 120, © 2018 WIT Press
3.2 Direct numerical simulation of isotropic steady turbulence
We present some preliminary results which characterize the effect of the particle inertia on
the turbulence statistics. The parameters used in the simulations are in Table 1. A first tool to
gain insight in to the dynamics of the system is the energy balance [14], which for isotropic
steady turbulence reduces to
ε = ν
��
�∇u�2F
�
+
9
2
φ
���v(p) − u(p)��2
r2(p)
��
, (11a)
χ = κ
��
�∇T�2
�
+ 3φ
��
θ(p) − T(p)
�2
r2(p)
��
, (11b)
where φ = 4/3πr3(p)N(P )/|Ω| is the particle volume fraction. In steady turbulence, the rate of
energy injection by the external forcing balances the overall dissipation rate, which is the sum
of the fluid and particle dissipation since, as eqn (11) shows, particles always dissipate energy
in the limit of the point particle approximation. Therefore, the accuracy of the computation of
the particle back-reaction on the flow directly affects the energy balance. The energy spectrum
of the velocity and temperature fields for different particle inertia are shown in Fig. 2. The
particles, through their back-reaction, significantly modify the spectral distribution of the
energy of the fields. Particles with high inertia strongly smooth out the gradients of the fields.
However, they carry energy from the large scales to the high wavenumbers by means of their
inertia.
In order to assess the convergence of the method we consider a snapshot of the field and
the particles and we compute the spectra of the coupling terms using B-spline polynomial
basis of different degrees. In the previous section we have shown that the NUFFT of a random
field rapidly converges towards the exact direct Fourier transform as the degree of the basis
polynomial is increased. The global error can be estimated from the spectrum obtained with
Table 1: Parameters, in dimensionless code units, of the forced turbulence test case.
Dimensionless kinematic viscosity ν 0.002
Schmidt number Sc 1
TKE dissipation rate ε 0.27
Temperature fluctuation
dissipation rate χ 0.1
Reynolds number Reλ 140
Forced wavenumber kf
√
2
Grid size N 256
Resolution kmaxη 1.68
Particle/fluid density ratio ρ(p)
�
ρ(f) 1000
Particle/fluid specific heat capacity ratio c(p)
�
c(f) 4
Volume fraction φ 0.0002
Stokes number St 0.5, 0.75, 1, 1.5, 2, 3
Thermal Stokes number Stθ 6 St
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different order basis,
�s(NS) =
�
k
������� �Ck���2NS −
��� �Ck���2
NS−1
�����
k
��� �Ck���2
NS
,
where subscript NS indicates the number of points used for the discrete convolution.
Fig. 3 shows the spectrum of the momentum coupling for different particle inertia and the
convergence of the spectrum of the coupling increasing the order of the basis. The relative
error �s(NS) at small NS is too large for a DNS. In order to achieve reasonable accuracy
it should be NS > 2, which confirms that the linear reverse interpolation, together with
the other low-order methods, are not accurate enough to represent the back-reaction of the
particles. The mild reduction of the spectrum for an increasing particle inertia could be a
numerical artifact and will deserve further investigations.
It is interesting to characterize the statistics of the coupling term, in order to gain insight
into the field that the forward NUFFT has to deal with. Particles that are close to each other
may have very large velocity increments, compared to the fluid velocity increments. Hence,
if one attempts to consider the particle velocity as a continuous field, averaging as in eqn
(7), the resulting field would have large gradients. The field may also be multivalued, due to
the ghost collision approximation. This non-smooth behaviour directly affects the coupling,
since it depends on the two point statistics of the particle acceleration. The second order
structure functions of the particle acceleration and the scaling exponents ζna� of the n-th
order structure function of the particle acceleration are shown in Fig. 4. The second order
structure functions display a well defined power law behaviour at small separation. However,
the scaling exponent is much less than the value expected for a regular field. The exponents
rapidly saturate at values which decrease with the particle inertia, confirming the irregularity
of the coupling at small scales. Another issue for the representation of the coupling field is
the particle clustering [24]. Inertial particles tend to sample strain-dominated regions of the
flow agglomerating in those regions. As a consequence, the coupling term is a superposition
of spikes that are not uniformly distributed in the domain.
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Figure 3: Spectral representation of the momentum coupling for different particle inertia. (a)
Spectra of the momentum coupling computed with a 4th order basis; (b) Relative
error in the computation of the spectrum of the momentum coupling by means of
the NUFFT, with B-spline basis of different degree.
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Figure 4: Structure functions of the particle acceleration for different particle inertia. (a)
Second order structure functions of the particle acceleration; (b) Scaling exponent
at small separation of the n-th order structure function of the particle acceleration.
The statistics indicate the multifractal behaviour of the inertial particles.
4 CONCLUDING REMARKS
We have shown that the forward NUFFT provides an efficient and yet simple tool to obtain
the accurate Fourier representation of the particle back-reaction on the flow. The forward
NUFFT can be computed using the algorithm for the B-spline interpolation in reverse without
introducing any additional computational load while keeping the limited support of the B-
spline basis which allows an efficient parallelization of the method. We expect that the use of
NUFFTs can lead to an improvement of the accuracy and efficiency of pseudo-spectral codes
for two-way coupled particle-laden turbulent flows.
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